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WECO International, Inc.

MADE IN MICHIGAN

Established in 1972, WECO has been supplying 
world class products to a vast array of industries and 
companies both large and small.  We understand 
that in the competitive market of the world today, 
both timing and quality are critical.  That is why 
we have proudly formed strategic alliances with 
local manufacturers such as SCE and Powertran 
to compliment the WECO family of products.  
Headquartered in Flushing, MI we have 
expanded exponentially since 1972 and we owe 
that growth to YOU, OUR CUSTOMER. We 
appreciate your loyal support and look forward to 
providing you with premier products as we continue 
to grow. Thank you for being a part of the WECO 
family.

WECO has been proudly representing SCE in 
Michigan for over 40 years.
Since 1963 Saginaw Control & Engineering has 
been supplying the industry with stock and custom 
electric enclosures.  The 265,000 square foot 
manufacturing facility located in Saginaw, MI still 
stands as the sole production location providing 
product to thousands of customers throughout the 
country. The 4 distribution centers located in Ohio, 
Wisconsin, Tennessee, and Nevada offer product 

within 1-2 days. 
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SCE STATE OF MICHIGAN REPRESENTATIVES:

• Push Button Enclosures
• Operator System Enclosures
• Type 1 Enclosures
• Type 3R Enclosures
• Type 4 Enclosures
• Type 4 Disconnect Enclosures
• Type 4X Stainless Steel  Enclosures
• Type 4X Stainless Steel Disconnect Enclosures
• Type 4X Fiberglass Enclosures
• Type 12 Steel and Stainless Steel Enclosures
• Type 12 Steel and Stainless Steel Disconnect Enclosures
• Air Conditioners and Heat Exchangers
• Accessories

Since 1972

Control Enclosures,

Air Conditioners, & Accessories
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Program Centers - PC Series

• Suitable for NEMA 4, where wash downs are a concern – US Patent #6007353
• Polycarbonate construction is durable and weather-resistant
• E-Z Installation into standard industrial FS box - great for remote mounting programming port
• Requires hand tool for opening cover

Interface Ports - Models 10, 24, and 32

• 
• 
• 
• Various size interface (programming) ports, suitable for wash down areas
• NEMA 4, 4X, IP65, cast aluminum construction w/locking mechanism & rubber gasket

• Some NEMA 4 styles fall under US Patent #6007353
• Precision machined connector mounting insures NEMA integrity

•
• Metal cover construction

Model 10

Convenience Receptacles - Models CRBG and CR

• NEMA 12 Rating, suitable where dust & oil mists are a concern
• E-Z installation using a standard 4” square wire-way knock-out (CR Series Models ONLY)
• Completely enclosed DUPLEX 115V receptacle is standard
• All mounting hardware and rubber gasket included
•
• Custom silk screened graphics available

The Original Program Port - Model PP

• NEMA 12 Rating, suitable where dust & oil mists are a concern
• Requires less than 12 in2 of panel space, only 4.5” x 2.5”
• Available with or without a SINGLE 115V power outlet
• Available with or without circuit breaker protection
• Metal cover construction

Model CR - 

Convenience 

Receptacle

no breaker

Model CRB- 

Convenience 

Receptacle

with breaker

Model 24 Model 32 Depth

PCS -
Single    

Power

PCD -
Duplex

Power

PCG -
GFIC

Duplex

Power

PCN -
No

Power

Depth

Depth

DepthModel PP

Programming Interface Ports
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WECO Program Ports

Comm/Power Options

Is your program port buried inside a locked enclosure?  Bring it out!
Buried inside an enclosure, protected by a lock and disconnect, resides the program port you need to make one quick change 
and get the line up and running again…  Sound familiar?  WECO International’s line of program and interface ports allow 
programmers safe access to the components programming port from outside of the enclosure.   Our ports can be customized to 

solutions arrive complete with mounting hardware and ten foot (10’) communications cable.

Connector Options
Connects directly to the Data Hwy 

Plus Network and is accessed by 

either a female 9 pin "D" Shell or a 

female 8 pin miniature din connector. 

(Cable is NOT included)

DH+

Connects directly to the comms 

port of a EtherNet 10 base T using 

a CAT5 connector. (Same style 

connector as RJ45 & SLC500)

EN

Connects directly to the 3 pin 

connector similar to the KXT card, 

remote 1/0 or the DH+ channels. 

(Cable is NOT included)

3P

Connects directly to an 8 pin Mini-

DIN connector
8FMD

Connects directly to a 15 pin “D” 

Shell.  Please specify Male, M15 or 

Female, F15.

M15/

F15

Connects directly to the programming 

port of any SLC504 family processor 

that uses a male 9 pin “D” Shell 

connector, allowing program access 

from outside of enclosure.

SLC504

Connects directly to the 

programming port of any GE Fanuc 

CNC (PCR Style) via an RS232 

connection using a female 25 pin “D” 

Shell connector.

GE

Connects directly to the Data Hwy 

Plus Network and is accessed by an 

8 pin female Mini-DIN connector.

 (Cable is NOT included)

DH+8

Connects directly to any 984 family 

processor that uses a female 9 pin 

“D” Shell connector.

984

Connects directly to a 9 pin “D” Shell.  

Specify Male, M9, or 

Female, F9.

M9/F9

Connects directly to any BNC 

connector (50 ohm).
BNC

Connects directly to the EtherNet 

PROGRAM or RUN

S2EN

Connects directly to the Data Hwy 

Plus Network and is accessed by a 

9 pin “D” shell connector.

Specify Male or Female

(Cable is NOT included)

DH+9

Connects directly to the 

programming port of any PLC5 

Classic Processor using a female 9 

pin “D” shell connector.

PLC5

Connects directly to the DeviceNet 

port using a 5 pin inline connector. 

(Cable is NOT included)

DN

Connects directly to a 25 pin “D” 

shell connector.  Specify Male, M25, 

or Female, F25.

M25/

F25

Tough Safe cover on back of side for 

Program Center, PC, Style Unit only.
TS

Connects directly to a 9 pin male 

RS232 port.  

                        PROGRAM or RUN

S2RS

Connects directly to a 25 pin “D” shell 

serial port of any PLC5 processor or 

to the Data Hwy Plus Network.

Specify Male or Female.

(Cable is NOT included)

DH+25

Connects directly to the comms port 

of the ControlNet using a shielded 

CAT5 connector.

CN Connects directly to the 

programming port of any MicroLogix 

family processor using a special 

keyed 8 pin connector 

(6 ft. cable only).

ML

Connects directly to the EtherNet 

(CAT5) port or to the Data Hwy Plus 

Network.

DH+/

EN

Connects directly to a 37 pin “D” 

shell connector.  Specify Male, M37, 

or Female, F37.

(3 and 6 ft lengths only)

M37/

F37

Connects directly to a 6 pin Mini-DIN 

connector.
6FMD

Power Options

Single outlet

13 amp-250 

volt.

U - UK Single

US Duplex/North 

American Style

15 amp-110 volt.

D - US/CAN Duplex

Schuko Style 

single 16 amp

250 volt outlet.

E - European Schuko

French receptacle

16 amp-250 volt.

F - French Device

Single or 

combination 

(shown) outlet 

16 amp-250 volt.

C - Australian Device

Single or 

combination outlet 

16 amp-250 volt

B - Brazilian Device

Single outlet

15 amp-110 volt.

S - US/CAN Single

US Ground 

Fault Interrupter, 

15 amp-110 volt.

G - GFI US/CAN Duplex
Call WECO today 

for help in designing yours!

Connects directly to the 

programming port of any PLC5 

Enhanced family processor using 

a female 8 pin Mini-DIN connector.

PLC5e

For Universal Serial Bus Connection 

USB-A or USB-B

USB

USB-A        USB-B

Connects directly to a 15 pin High 

Density “D” Shell (VGA/Monitor).

Specify Male, M15HD, or 

Female, F15HD.

15HD

 RJ12 (6 x 6) connector 

RJ11 (6 x 4) connector

RJ

Communication conveniently made 

with our 3.5” Floppy Drive Unit.

(Cable is NOT included, 

only available for PC

and Model 24 units.)

FD 

USBFD

Connects directly to a female 6 

pin Mini-DIN connector allowing 

access for a Keyboard and Mouse 

connection (Two PS2 ports)

KM

K
E

Y
B

O
A

R
D

  
  
M

O
U

S
E

Connection options are 

endless, call if you don’t 

see yours listed.

PROGRAM

 RUN

PROGRAM

 RUN

Connects directly to a 9 pin male 

INTERFACE, RUN or 

PROCESSOR

S3RS
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Notes
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